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We detennine the optimum location of a given rectangular piezoceramic (PZT) actuator that will require the

minimum voltage to annul the deflections of a simply supported rectangular linear elastic plate vibrating near one

of its fundamental frequencies. Keeping the location of the centroid and the shape of the PZT fixed, we ascertain

the voltage required as a function of the length of its diagonal to nullify the deflections of the plate.
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frequency of the first mode, we found that only the first mode was
canceled and there was no spillover to the second mode in the
sense that its amplitude of vibration remained unchanged. Also, the
results presented herein should help others formulate the problem
more rigorously by using an optimization theory.

We note that piezoelectric elements have been extensively used to
control the vibrations of a beam, e.g., see Baz and Poh,1 Tzou and
Tseng! and Crawley and de Luis.3 However, their use to control
the shape and vibration of a thin plate has received less attention.
Elastic plates with PZT films attached to their surfaces have been an-
alyzed by using approximate two-dimensional plate theories. Three-
dimensional equations of elasticity and the method of Fourier series
have also been used to study deformations of elastic plates.4-s Here
we use it to analyze dynamic deformations of a steadily vibrating
orthotropic laminated plate with PZT layers bonded to its top and
bottom surfaces. The goal is to determine the size of the PZT surface
and the voltage to be applied to it so as to annul the deflections of
all points of the plate.
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Nomenclature
= elasticities of a point
= flexural rigidities of the plate
= Young's moduli in 1,2, and 3 directions
= components of the infinitesimal strain tensor
= shear moduli
= thickness of actuators at the bottom and top

surfaces
= displacement of a point
= acceleration of a point
= applied voltage
= coordinates of a point in a rectangular Cartesian

coordinate system
= Poisson's ratio
= mass density
= components of the Cauchy stress tensor at a

point in the ith layer

Introduction
A N interesting problem in smart structures is to control the shape

of a plate subjected to external disturbances. Here we consider
the following problem. Assume that a simply supported rectangular
plate with thin piezoelectric layers affixed to its bottom and top
surfaces is vibrating freely at a frequency close to one of its natural
frequencies. Find the optimum location and size of the piezoceramic
(PZT) region on which a minimum voltage is applied to suppress
the motion of the plate. We use the linear theory of elasticity to
analyze this problem for the first few modes of vibration of the
plate. We first envisage that the voltage is to be applied to a square
area of fixed sides and investigate the location of its centroid that
will require the minimum voltage to diminish the deflection of all
points of the plate to essentially zero. Subsequently we locate the
centroid of the rectangular PZT at the centroid of the square PZT
found earlier and determine the length of its diagonal with the ratio
of its sides always equal to that of the plate that will minimize the
voltage. Even though we have not verified it, the conjecture is that
if proper voltage at the appropriate frequencies is applied to several
areas simultaneously, then the deflections of points of the plate can
be reduced to essentially zero under a more general loading. For
a plate vibrating in first two modes and the PZT excited with the

Formulation of the Problem
We use a fixed set of rectangular Cartesian coordinates to describe

infinitesimal deformations of a laminated rectangular elastic plate
with thin PZT layers affixed to its top and bottom surfaces, as shown
in Fig. 1. Each laminate may be made of an orthotropic material and
occupies the domain 0 ~ Xl ~ a, 0 ~ X2 ~ b in the XI-X2 plane;
however, in the X3 direction points in the ith laminate satisfy h(i-l) ~
X3 ~ h(i). Thus the positions of the bottom and top surfaces as well as
of the (N -1) interfaces are given by X3 = 0, h(l), h(2) , ..., h(N-I),
h(N) = h. We use a superscript i in parentheses to indicate quantities
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for the ith layer. Equations governing the deformations of a material
point of the i th layer are

"(~R=p(i)U(i), a,{J=I,2,3 (1)a"", a

where a comma followed by an index {J implies partial differenti-

ation with res~t to xf!' a repeated index implies summation over

the range of the index, and a superimposed dot implies the material

time derivative that for infinitesimal deformations reduces to the

partial time derivative. The constitutive relation for a linear elastic

orthotropic material may be written as

"af! = Caf!y8ey8 (2)

2eaf! = "a,f! + "f!,a (3)

where we have dropped the superscript i in parentheses. For an

isotropic material

Caf!yv = A8af!8yv + JL(8ay8f!v + 8av8f!y) (4)

where A and JL are Lame constants, and 8af! is the Kronecker delta.

The boundary conditions at the edges are

'II = 0, "3 = 0, "2 = 0 at XI = 0, a (Sa)

'22 = 0, "3 = 0, "I = 0 at X2 = 0, b (5b)

These boundary conditions simulate a simply supported plate char-
acterized by the vanishing of the deflection and bending moment at
the edges and have been previously employed for simply supported
plates,6-8 At the interfacex3 = h(i) between the ith and the (i + l)th
layers, we have for i = 1, 2, . . . , N - I,

,(i) = "(i+l) "(i) = "(i+l) at X = h(i) (6)3a 3a' a a 3

These imply the continuity of surface tractions and surface displace-
ments at the interface, sometimes also referred to as the coherence
conditions. Substitution from Eqs. (2) and (3) into Eqs. (1), (5), and
(6) yields the governing equations, boundary conditions, and the
coherence conditions in terms of displacements.

We model the piezoelectric actuators as thin piezoelectric films
and use superscripts b and t to denote quantities for the bottom and
top actuators, respectively. For the bottom actuator of thickness hb
poled in the X3 direction, the pertinent equations are

hb( b b ) (I) I b h b ""b (7 )"11.1+"21,2 +"31 X3=-h=P"1 a

hb( b b ) (I) I bhb ..b (7b)"12,1 + "22,2 + "32 X3 =-h = P "2

b -b b -b b -b Vb ( )/h b (7 )"II = CII"I,I + CI2"2,2 - e31 XI, X2, t c

":2 = C'!2"t,1 + ctl"~,2 - e~1 Vb(XI, X2, t)/ hb (7d)

"t2 = C~("t,2 + "~,J (7e)

the PZTs. Let the corresponding displacement field be given by
U~(XI, X2, X3). The objective is to find the optimum size and location
of the rectangular area on the top and bottom PZT layers where a
harmonically varying voltage with frequency equal to that of the
plate and the least amplitude should be applied so as to annul the
deflections of all points of the plate. Since we are analyzing a linear
problem, the resulting displacement of a point equals the sum of the
initial displacement and that induced by the applied voltage. Next
we attempt to find the latter.

Let the time harmonic driving voltage be given by

Vb(XI,x2,t)=yb(xl,xveiOJt (8a)

Vt(XI,X2,t) = yt(xl,xveiOJt (8b)

For steady-state vibrations all field quantities have the same time
dependence,

(i) ( t) -(i) ( ) iOJt 1 2 3 (9 )ua XI,X2,X3, =ua XI,x3,X3e, a= " a

U~(XI,x2,t)=U~(xl,xveiOJt, a=1,2 (9b)

U:(XI,x2,t)=U:(xl,xveiOJt, a=1,2 (9c)

Substitution of Eqs. (9) and constitutive relations (2) and (7c-7e)
into Eqs. (1), (6), (7a), (7b), and (7f- 7h) yields following equations
for the determination of u~), u~, and u:' where we have dropped
the superimposed tildes on u~), u~, and U::

(i) (i) (i) (i) (i) (i) [ (i) (i) ] (i)

CIIUI.II+C66UI.22+C55UI.33+ C12+C66 U2.12

+ [C(i) + C(i) ]U(i) - _p (i)(j)2u(i)13 55 3,13 - I

[C(i) + C(i) ]U(i) +C(i)U(i) + C(i)U(i) + C(i)u(i)12 66 1.12 66 2,11 22 2,22 44 2,33

+[C(i) +C(i) ]u(i) - _p (i)(j)2u(i)23 44 3,23 - 2

[c(i) +C(i) ]u(i) + [C(i) + C(i) ]U(i) + C(i)U(i)13 55 1,13 23 44 2,23 55 3,11

(lOa)
+ C(i)u(i) + c(i)u(i) - _ p (i)(j)2U(i)44 3,22 33 3,33 - 3

C(i)U(i) + C(i)U(i) + C(i)U(i) -0 U(i)-OII 1,1 12 2,2 13 3,3 - , 3 -

u~) = 0 at XI = 0, a

C(i)U(i) + C(i)U(i) + C(i)U(i) -0 u(i)-O12 1,1 22 2,2 23 3,3 - , 3 -

U~i) = 0 at X2 = 0, b

cfl [U~)I + U~i,~] = Cf5+1) [u~,il) + u~i,jl1 at. X3 = h(i)

C(i)[U(i) + U(i) ] = C(i+l) [U(i+l) + u(i+I) ] at X3 = h(i)44 2,3 3,2 44 2,3 3,2

c(i)u(i) + c(i)u(i) + c(i) (i) -C(i+I)U(i+I)13 1,1 23 2,2 33u3,3 - 13 1,1

(lOb)
+ C(i+I)U(i+I) + C(i+I)u(i+l) at X - h(i)23 2,2 33 3,3 3 -

(i) (i+I) (i) (i+I)UI = uI' U2 = U2

u~) = U~+I) at X3 = h(i)

hb-b b +h bb b +h b(-b + b ) b
CII UI,II C66UI,22 Cl2 C66 U2,12

+C(I) [U(I) +u(I) ]1 = -pbhb(j)2Ub55 3,1 1,3 X3=-h I

hb(-b b ) b hb b b hb -b b
Cl2 + C66 UI,I2 + C66U2,II + CIIU2,22

(10c)
+C(I) [U(I) +u(I) ]1 = -pbhb(j)2Ub

44 3,2 2,3 x3=-h 2

hb-b b -b V-b b 0 0CIIUI,I = e31' U2 = at XI = ,a

hb~b b -b V-b b 0 0 bCIIU2,2 = e31' UI = at X2 = ,

1'tl = 0, U~ = o at XI = 0, a (7f)

1';2 = 0, ut = o at X2 = 0, b (7g)

1'(1) = pbhbu(I), u(l) = ub, and33 3 I I (7h)
(I) b hu2 = U2 at X3 = -

Equations (7a) and (7b) express the balance of linear momentum

obtained after integrating through the thickness and assuming that

displacements of the PZT layer are independent of X3. The consti-

tutive relations of the PZT are given by Eqs. (7c-7e) with Vb being

the voltage difference across its surfaces, and boundary conditions

(7f) and (7g) are equivalent to the vanishing of moments and dis-

placements at the edges. The coherency or continuity conditions at

the interface X3 = -h are given by Eq. (7h).
We note that equations analogous to Eqs. (7) give deformations

of the top PZT layer and are omitted.

Time Harmonic Vibrations
Reduction of Governing Equations

We assume that the plate is vibrating harmonically at a frequency

close to one of its natural frequencies with no voltage applied to
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ht-t t +h t t t +h t (-t + t ) t
CII UI.II C66UI.22 CI2 C66 U2.12

-C(N) [U(N) + U(N) ] I =_ptht(J)2UtSS 3.1 1.3 x,=h 1

(IOd)

ht (-t + t ) t +h tt t +h t-t t
Cl2 C66 UI,I2 C66U2,11 CIIU2,22

-C(N) [ U(N)+U(N) ]/ =_ptht(J)2Ut44 3,2 2,3 x...h 2

htc:,u~ -I V-I= e11 t"2 =0 XI =O,aat

hI -I I -I V- I
CllU2.2 = e31

where Dmnp is an arbitrary constant and Famnp is a function of 17mnp
and the material parameters. For a complex root 17mnp = ~mnp +
i~mnp ofEq. (14), one can show that Eq. (15) still holds with Famnp
involving cos(~mnpX3) and sin(~mnpx3) in addition to the material
elasticities. We note that, fora few values of fJ}, Eq. (14) may have
repeated roots; it is more likely to occur for an isotropic material.
We exclude those special values of fJ}.

The continuity conditions at the interface X3 = h(i) require that

[D~~p] = [T(i)][D~:;)] (16)

where [D~~p] is a 6 x I matrix (for p = 1,2, ...,6), and [T(i)] is
a 6 x 6 matrix who~e elements are functions of F~2np and F~:n+n~
evaluated atx3 = h(r). Equation (16) is a recursive relation between
constants for the ith and (i + I)th laminate.

u~ = 0 X2 = 0, bat

C(I)U(I) + C(I)U(I) + C(I)U(I) - -
p bhbW2U<I)

13 1.1 23 2.2 33 3.3 - ~

U(I) - Uh2 - 2 x. = -hI=u at Solutions for the Actuators

We assume that(IDe;
00

Ut(Xl,X2) = L DtmncoSamX1Sin.BnX:

m.n=l

Solutions for the Laminates

The solution procedure is similar to that detailed in Ref. 8 and is
therefore briefly described herein. To solveEqs. (10) we assume that

00

UI(XI,X2,x3,t) = L alm"(x3)cosamxlsinfJ,,x2
m.,,=l

00

U2 (Xl, X2, X3, t) = L a2m" (X3) sin amXI COg fJ"X2

m.,,=l
00 (11)

U3(XI,X2,X3,t) = L a3m"(x3)sinamxlsinfJ,,x2
m.,,=l

am = m7r/a, 8. = n7r/b

.~~~..U'6'

6

~ R(l) ( h)D (I) hb( b 2 -b 2 b R2 )D b L.., mnp - mnp + P (J) - cllam - C66f'n Imn

p=l

hb(ct2 + C~6)(Xm.BnDgmn

(18)

which satisfy all boundary conditions at the edges Xl = 0, a and
X2 = 0, b. Substitution of Eqs. (11) into the governing Eqs. (10)
yields the following ordinary differential equations for aamn (X3):

(i) 2 (i) (i) ,82 (i) (i) (i) r (i) (i) 1 ,8 b(i) - Cll amamn - C66 namn + cSSamn.33 - Cl2 + C66 am n mn

+ [c(j) + c(j) ]a C(i) = _
p (j)w2a(i)13 55 m mn.3 mn

6

L Q~~p(-h)D~~p - hb(i3t2 + c~6)amfJnDt,
,,=,

02) +hb (pb(J)2 - Cb a2 - Cb.B2)Db66 m II n 2mn

4eb l a l b

= ~.Bn 0 0 Vbsinamxlsin.Bnx2~ldx2 (19)

wher~ Rmnp and Qmnp are linear functions of Famnp and Famnp.3,
and Vb is a function of XI and X2. The continuity conditions
(7h) at the interface between the plate and the bottom actua-
tor give additional conditions on Dmnp, Dtmn' and D~n; similar
equations can be obtained for the top actuator. The end result is
that we get a set of 16 algebraic equations for the 16 unknowns
D (I) D (N) D b D b D t d D t Kn . d V-

mnp' m¥' Imn' 2mn' Imn' an 2mn. owing (J) an , we
can solve tor these 16 unknowns and hence for displacements and
stresses at any point of the structure.

Numerical Results
To elucidate that the deflections of a vibrating plate can be con-

trolled by applying suitable voltage to a part of the top and bottom
PZT layers, we consider a graphite/epoxy plate with PZT -G 1195
actuators affixed to its top and bottom surfaces. The material
parameters for the graphite/epoxy are

Ell = l50GPA, E22:::: E33 = 9GPa

VI2=V23=VI3=0.3, GI2=G31=7.1GPa (20)

G23 = 2.5 GPa, p = l600kg/m3

~ [ C(i) + c(i)
] a .8 a(i) - C(i) a2 b(i) - cU) .82bU) + cU) bU)12 66 m n mn 66 m mn 22 n mn 44 mn,33

+ [ CU) + CU) ].8 CU) = -
p (i)w2bU)

23 44 n mn,3 mn

[ (i) a)] U) [ U) U)].8 bU) U) 2 U)- c13 + css amamn,3 - C23 + c44 n mn,3 - cssamcmn

- cU).82cU) + cU)cU) = _
p U)W2CU)

44 n mn 33 mn,33 mn

We now assume that (no sum on repeated indices)

aamn(X3) = A"mnel/mnX3 (13)

where Aamn are undetermined constants. Relation (13) when sub-
stituted into Eq. (12) yields a set of linear homogeneous equations
for the determination of Aamn; the coefficients of these equations
involve the elastic constants for the material of the laminate. The
necessary and sufficient condition for these equations to have a non-
trivial solution is the following cubic equation for ('1mn)2:

(1/mn)6 + a('1mn)4 + b('1mn)2 + c = 0 (14)

Explicit expressions for a, b, and c in terms of the elasticities of
the laminate are given in Ref. 80 For a real root 1)mnp with p =
1,2, .. . , 6, of Eqo (14), we have, with no sum on m and n, but
summed on lJ,

aamn(X3) = DmnnF"mnne'1mnp; (15)

00 (11)

U~ (Xl, XV = L D~mn sin (XmXI cos .8nX2

m,n=l
"

give the displacement field for the bottom actuator. To avoid term
by term differentiation and to take care of the nonhomogeneous
boundary conditions at the same time, we multiply equations ob-
tained from Eq. (7a) by cos (XmXI sin .8nX2 and that obtained from
Eq. (7b) by sin (XmX' cos .8nX2 and integrate the resulting equations
over 0 < Xl < a and 0 < X2 < b. With integration by parts
and the use of boundary conditions (7f) and (7g), we arrive at the

-b l a l b

~am Vb sin amxl sin .8nX2 dx1 dx2
ab n n
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and those for the PZT are
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0
0
0

25.4

0
0
0
0

25.4

0 -

0
0
0
0

35.9

3 1
2
3

GPa (21)~=cl=

'Case I, plate theory; case 2, present method, plate without PZTs; case 3,
present method, plate with PZTs.

pb = pI = 7500 kgjm3 . . . . . . . . . , . . . . . . . . . I . . . . . . . . . 5.0
;:o~ 11

For geometric dimensions, we choose a = 40 cm, b = 30 cm,
h = 1 mm, and hb = ht = 0.1 mm. Even though the preceding anal-
ysis is valid for a laminated elastic plate, results presented herein are
for one lamina. We apply a uniform voltage to a rectangular region
of the PZT surface and zero voltage to the rest of the PZT surface.

The structure has a series of natural bending vibration frequencies
that can be ordered as Wmn, m, n = 1,2,3, The free bending
vibration modes corresponding to WII, W31, W13, f1>33..., are sym-
metric about both x I = a /2 and X2 = b /2, and those corresponding
to W12, W21, f1>22, ..., are antisymmetric about either XI = a/2 or
X2 = b /2, or both. The natural frequencies of the structure can be
roughly estimated from the results of the plate theory. When the
inertia and rigidity of the actuators are neglected, we have

2
1- ( \ 4

Wmn ~ -k DII ~
v2hp a

3.0

~u
~ 2.0

Q g21

I
"
II °'1 °'2 °'3 °..0__0_- I

1..l...i-l.,.a...I..:'.12313.2 L...- 0.0

0 5 10 15

NORMAL= FREQUENCY 1"1

Fig. 2 Normalized deflection of the centroid, IU3(a/2, b/2, 0)1 =

lu3(a/2, b/2, O)lhc!! hb/a2ebl V, as a function of the nondimensional

forcing frequency rl = w/[(7r2/a2)(Dll/p2hy/2]; natural frequencies of

the structure.

(22)

or
1
]]C2 D11 !

~(~)~mn =Wmn

digits. For higher values of n, higher order modes also become
important, and therefore more terms are needed in the series. For
results presented herein, 800 terms in the Fourier series are summed
to ensure sufficient accuracy.

We now assume that the structure is vibrating at a frequency close
to one of its natural frequencies with the displacement field given by

u~ = 0.3 sin(m7rxi/a) sin(n7rX2/b)ellmnt mm

4
2 (DI2+2D66) 2( a '

m + m -n
DII b

(24)+ !!Eo
(a )4] !

DJJ bn (23)~ °- °- 0U, -U,,-

We apply a voltage :I: VoeiOmnt to a square region of the top and bot-
tom PZTs with zero voltage applied to the rest of the PZT surfaces.
The reason for selecting a square region is to evaluate exactly the
integrals in Eqs. (18) and (19). We first keep the size of the square
region to which nonzero voltage is applied fixed and for a given
location (XI, XV of its centroid, find the voltage to be applied to the
square region that will reduce the magnitude of vertical deflections
of all points of the plate to less than one-hundredth of the ampli-
tude of their initial vibrations. Then with the centroid of the region
located at the point that requires the least voltage in the preceding
exercise, we vary the length of the sides of the rectangular region,
but keep the ratio of their lengths as a / b, and find the applied voltage
that will effectively annul the deflections of all points of the plate.

Figures 3a-3d depict the voltage required to annul the deflec-
tions of the plate as a function of the coordinates of the centroid
of the 6 x 6 cm region for modes 11, 13,21, and 22, respectively;
the normalized frequencies of the applied voltage and the struc-
ture equal 1.46, 7.35, 4.06, and 5.79, respectively. It is clear that
the needed voltage is minimum (maximum) when the centroid of
the square region is located at points where lu~1 assumes maxi-
mum (zero) values. Thus the most effective location of the square
PZT region is points where the amplitude of initial vibrations of

where S"2mn is the normalized natural frequency. Values of S"2mn
computed from Eq. (23) are compared in Table I with those ob-
tained from the present method for the two cases when the PZfs
are considered and when their effect is made negligible by as-
signing very small values to their thicknesses and the mass den-
sity. Values of S"2mn by the present method are obtained by plotting
IU3(a/2, b/2, 0)1 = lu3(a/2, b/2, O)lh~lhb /a2e~1 Vb, the normal-
ized deflection of the centroid of the plate, as a function of the
normalized forcing frequency S"2 = (1)/[(1£2 /a2)(D11/ p2h) 1/2] in

Fig. 2. It is seen that U3(a/2, b/2, 0) becomes large at certain dis-
crete values of S"2, which signifies the resonance phenomenon. Those
values of S"2 at which resonances occur should be in the sequence of

S"211, S"212' S"221, S"213' S"222, S"223' S"231, S"232, S"233,. ... Itisevidentfrom
the values listed in the table that the currently computed values
of S"2mn are close to those obtained from the plate theory; it is to be

expected since the plate theory gives good results for low-frequency
vibrations. However, the present method will compute high fre-
quencies accurately too. Also, the frequencies are shifted noticeably
when thin layers of PZfs are affixed to the top and bottom surfaces
of the plate.

When S"2 is near S"211, S"212, S"213, etc., at most 20 terms are needed
for u3(a/2!' b/2, 0) to be computed accurately to four significant
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Fig. 3 Voltage required to suppress the deflections of points on the plate diagonal as a function of the location of the centroid of the 6 X 6 cm PZT
region that is excited. The plate is vibrating steadily at a frequency close to a) .1111, b) .1113, C).I121, and d) .1122.
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other modes of vibration, the shear stress is found to be high either
at the other two edges of the excited square region and/or at the four
comers. The high value of the shear stress at a point may result in de-
lamination of the pzr layer there. The high value of the shear stress
at a comer may be eliminated or reduced considerably by exciting
a circular region of the PZT layer, but it could not be verified be-
cause of the difficulty in evaluating exactly the integrals in Eqs. (18)
and (14). The numerical evaluation of these integrals results in high
values of T 31 at the quadrature points used to evaluate these integrals.

Computed values of stress components TII, T22, and TI2 within
the top PZT indicated that T11 assumed maximum values at points
near the boundaries of the activated region. The maximum value of
TII/ctl equaled 1.9 x 10-5; the maximum values of other stress
components were nearly an order of magnitude lower than that of

the plate is maximum. Whereas for mode II, there is one optimum
location, i.e., (a/2, b/2) of the centroid of the excited square PZT
region; for mode 13 there are three equally good locations, viz.,
(a/2, b/2), (a/2, b/6), and (a/2, 5b/6); for mode 12 equally ef-
fective locations are (a/4, b/2) and (3a/4, b/2); and for mode 22
the four locations that require minimum value of Vo are (a/4, b/4),
(a/4, 3b/4), (3a/4, b/4), and (3a/4, 3b/4). We note that the sign
of the voltage of the top and bottom PZT layers may have to be
switched if all of the excited region crosses a nodal line. Figures
4a-4d depict the variation of the voltage required as a function of
the length of the diagonal of the rectangular region on which a
voltage is applied. These plots illustrate that the voltage required
to suppress the deflections of points of the plate decreases rapidly
as the size of the excited region is increased provided that this re-
gion is away from the nodal lines. However, when the excited re-
gion approaches nodal lines, the voltage required to suppress the
vibrations decreases rather slowly. The magnitude of the slope of
these curves gradually approaches zero so that a point of dimin-
ishing return is reached when the boundaries of the excited region
touch but do not cross the nodal lines. For mode 13, the required
voltage suddenly increases when the excited PZT region extends
over plate particles vibrating in opposite directions or crosses over
the nodal line. Figures 5a-5d depict the deflected shape of the di-
agonal of the plate both when similarly situated optimum rectan-
gular regions of the top and bottom PZT layers with centroids at
the optimum location are and are not activated; the voltage ap-

plied equals 159.8,44.8, 103.4, and 57.6V, respectively, for modes
11, 13, 21, and 22. It is clear that the deflections of points of a
diagonal of the plate for each one of the four modes considered
have been annulled.

We have plotted in Fig. 6 the distribution of the nondimensional
b b-bshear stress, T31(XI,X2, h) = T31(XI, X2, h)h /e31V ,at the inter-

face between the plate and the top PZT for the structure vibrating at
a normalized frequency of 1.46, which is close to Q II. It is clear that
the shear stress is high at the edges of the excited square region; for

./"0
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TJJ. Thus stresses induced in the top PZT are considerably below
the yield stress of the material and its deformations are infinitesimal.

As is clear from the results presented in Table I, the PZTs alter
the natural frequencies of the structure; in some cases this may be
advantageously used to shift the natural frequency of the structure
away from the frequency of the external disturbance. Our analysis
technique does not extend to the case when PZT patches that do not
cover the entire plate surface are used.

Conclusions

We have analyzed steady-state vibrations of a simply supported
rectangular plate with PZT actuators bonded to its top and bot-
tom surfaces. Three-dimensional equations of linear elasticity with
mixed boundary conditions at the plate edges are solved by the
method of Fourier series. It is assumed that PZTs can be modeled
as thin layers and are perfectly bonded to the plate surfaces. The
location and size of the optimum regions of the PZTs that should be
excited with the minimum voltage to control the deflections of all
points of the plate have been determined for four modes of vibra-
tion. For the voltage required to suppress the vibrations of all points
to be minimum, the centroid of the excited PZT region should be
located at points where the amplitude of initial vibrations of the
simply supported plate is maximum. The method of Fourier series
is difficult to apply to a plate with a clamped edge because of the
difficulty in choosing expressions like those given by Eq. (11) for
displacements that will satisfy boundary conditions identically.
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